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LUMINARE POLE
(CONCRETE SQUARE)

420

NTS

TYPICAL SIDE MOUNT DETAIL
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RECTANGULAR LUMINAIRE

AND ARM TO BE CREE

LEDWAY OR APPROVED

EQUAL.

"MBQ SERIES

SQUARE, SPUN,

PRE STRESSED

CONCRETE POLE.

5 1/4"
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1/2" DIA. X 1 1/4"

THREADED COUPLING

(2 PER EACH ARM)
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14" X 14" X 1"

GALV. PLATE

1 1/4" DIA.

HOLES

15 1/2" ANCHOR

BOLT CIRCLE

HAND HOLE 2 1/4" X 7" WITH

CAST ALUM. FRAME COVER

AND TAMPER PROOF SCREWS.

FINISH TO GRADE. COAT ANCHOR PLATE

AND BOLTS WITH COLD GALVANIZING COMPOUND

WSDOT J-40.10-03 HAND HOLE ON 6"

FREE DRAINING GRAVEL - SEC 1791-DP

CONNECTOR KIT
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1" X 24" X 4" BOLTS

8 #5 TIE

5 #4 TIE
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30"

2" CONDUITS

NOTES:

POLE FINISH - #113 GRAY

CEMENT NATURAL

EXPOSED FINISH.
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CATALOG

NUMBER

MOUNTING

HT.

POLE

HT.

BUTT

SECTION

NOMINAL WT

(LBS)

MBQ - 11 35' - 5" 36' - 1" 9 7/16" 1880

270°

90°

0°H.H. 180°

GARMIRE SIDE MOUNT

POLE BRACKET
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